JA932BUS AD PLAYER SYSTEM MANUAL 
1.Product Overview:

1.1 DIN Standard Installation size (there are two kinds of embedded and side-hanging installation)

2. can play JPG, MP3, MPG1/2/4, AVI, DIVX, VOB, WMA, WMV, MAV, DAT and other formats programs

3.the metal panels with anti-theft lock

4. NTSC / PAL dual-mode compatible

5. power outages, breakpoints and memory

6. full-function remote control

7. stereo, left channel, right channel selection

8.maximum output power of 2 * 35W

9. two-way video output

10. all the way VGA output

11. support all the way USB playback

12.support all the way SD card playback (supports 16GB of capacity to contain 16GB, FAT system format)

13. support all the way CF card playback (supports 16GB of capacity to contain 16GB, FAT system format)

14. supports a wide input voltage :12-32VDC

15. the working temperature: -10 ℃ ~ 60 ℃

16. this machine use, adopt humane mode of operation can greatly reduce the workload of large media companies;

2.Basic Function Description:

1. Boot Loop automatically (when there are card slot, CF, SD, U disk)

2. Supports composite video (CVBS) or VGA output, support 2/5.1 channel outputs and digital volume adjustment

3. Have super timing function, can be set up to 5 per day from time to time, 7 days a week, 24 hours a day without staff.

4. Support playlist functionality, can be set to play the specified file each day

5. Supports breakpoints and memory function

6. Support calendar function,

7. Support angle standard display function (New ad_20.bmp on the SD card's root directory, 20, said hanging corner time, pay attention: 1, bmp must be 16 colors, 2, length is not greater than 160 pixels, a high degree of not more than 90 pixels)

8. Has the file rename, move, delete, create the directory function

9. To support water font features, we just need to water font inside the text can be stored directly on the card (available free to adjust the font color and background colors, fonts, big or small, the font location)

10. Supports generate a log file feature (that is, the play panel can be recorded in the month and year in the number of hours on the exact time broadcast what documents, accurate to seconds)

11. Support background music playback picture function (in playback picture, press 10 + button, MP3 background music will automatically play in sequence, press 0 key to select playback images indicated that the mode, press a button that selected images play speed)

12, support high-definition 720P, 1080I output

13, support U disk auto-copy, cover the function (optional coverage of the same file name, or delete coverage)

14, support software for real-time update

15, support ad insertion function timing

16, support ad spots feature a minimum volume limit

17, support the remote control to set encryption keys, (the initial password is: 8888, Note: When using this feature change your password and internal settings, please disconnect the power to restart the machine, set to enter into force)
3.Remote button description:

POWER Power button

▲ ▼ arrow keys, the menu item on the up, down, left and right move select the file.

Under a functional

On a function of

For the stop button

To play button

In recognition of key

VOL-, VOL + for addition and subtraction function of volume

The following function keys are in a state of cessation of operations:

VGA to switch between CVBS and VGA

DISPLAY menu key for the property, in this menu button where you can select OSD menu languages (Chinese, English), video output format (NTSC, PAL system), audio output format and some other parameter settings

10 + keys for time, timing, play list, such as power failure memory function setting keys

AB for the selection of play CF card, SD card, U disk file button

SETUP as a file copy, move, rename, delete, new folder buttons and other functions

USB key for the version information

MUTE mute button
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Remote Size: 85 * 51mm

4.Specific functions of operating instructions

1, when the press the function key in the stopped state "10 +" key, the screen will appear the following interface:
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This interface feature set of the main interface used to select options.

The first set for the current time
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The second time for the timer switch is set

Switch machines every day to support five sessions, each line represents a switch machine hours,

The first column indicates whether to use this group time, on that use, Off not need to do,

The second column indicates the time in this group start time, the value of hours

The third column indicates the time in this group the value of the boot time in minutes

The fourth column indicates the time in this group of hours off the time value of

Fifth column indicates the time in this group the value of shutdown time in minutes

The following settings that the daily 8:30 ----- 12: 10 and 13:0 --- 17: 30 separate machines, the rest of shutdown,
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The third machine is set for the week of the switch

The following settings that Sunday did not turn the other six days to normal playback
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The fourth to adjust the settings for video

This function is mainly used for different screen color matching, contrast, color, and grayscale the default value is 16, while the brightness of the default value is 8, the user can display the characteristics according to their appropriate Adjustment
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The fifth set for the Power-on password, if you open this function, then each time changing the card (programs), the need to enter the password to be able to play, are not open;
[image: image7.jpg]Password Set

" Input Passwordamm XXX

| Switch: | off

‘ Change Password: ]

| Sure Password: f
i

EXxit





The sixth of the playlist setting, the feature set to achieve the daily broadcast, such as the following figure, said Monday's order of play 01 - "

04 --- "04 ---" 01 --- "04 ---" 04 ... ... .... The play order, every day can be set to achieve this feature the program name must require customers to use two numbers at the beginning of
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The seventh for miscellaneous settings, used to select whether the boot Auto Play Mp3 + Photo (Digital Photo Frame features to achieve), or use the front of the sixth set in the playlist function, or use the power and memory function (vehicle player, frequently broken electricity, renewable broadcast program, rather than playing from the beginning) or generate a log file (admitted to the computer that you can see every day to play the file time information and frequency). (See diagram)
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2.on the OTG, rename, etc. Function Description:

(1). Only by the U disk or SD card files to the CF card inside.

(2). Have a copy, move, delete, rename, new folder, properties and other functions.

OTG instructions:

A. press the stop button, so the motherboard is inactive.

B.press AB key, upper left corner of the screen appear CF CARD, SD CARD, USB DVE 1 3 options, select the USB DVE 1 which need to copied to the SD CARD or CF CARD of the file, press "SETUP" button to enter Copy Options, select the copy of one, press OK button.

Rename Description:

A. select the need to rename the file, press "SETUP" button and select Rename to rename an entry menu (Note: can only be ordered in English name)

B. up, down, left, right choice of letters, ordered a good name by "Stop" key to exit.
(3).stop state press AB key to the option of playing CF card, SD card, U disk inside the document.
(4).press DISPLAY key to enter the parameter attribute settings menu,General Settings: select OSD Language
5.SD or CF card folder settings

1. in the SD card root directory to build three folders, were: movies, comedy, songs; recommends giving the file copy in the storage device directly to the root directory;
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2. if necessary, from time to time advertising spots documents required to establish, under the root directory of SD card folder:
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One is that every time two spots two ad file (when the only time spots, the one eliminated, not added), meaning 40 spots once every 40 seconds, but the value must be greater than 10 seconds, do not respond when you are spots The key to any operation. The play order by: A ~ Z of the 26 spots in alphabetical order; Note: During the commercial ads, both on the remote control button does not work (except for the volume plus or minus keys), this time the value of the minimum volume of 3; completed file folder, the file will be the ad spots into the folder can be straightforward;
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3. if necessary, water spots from time to time subtitles are required, under the root directory of SD card to establish a text file:
40 said that every 40 seconds spots a water subtitles Note: The subtitle file in the establishment of water when the water inside each separate subtitles need to use the Enter key;
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4, For hanging corner advertising spots from time to time be required in the SD card root directory of the establishment of BMP image format files:
20 of them that occur once every 20 seconds, pay attention: the bmp file will need to be 16 colors, and length can not be more than 160 pixels wide and can not be more than 90 pixels.
6. Host panel and post-Stand Map:
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